
1224/SF
G4   GY4   GZ4   

G5,3  GX5,3  G6,35
GY6,35   GZ6,35

4A-12V
2A-24V

T270

PORTALAMPADE
— Corpo in LCP
— Contatti in CuNiZn (alpacca) argentata

LAMPHOLDER
— LCP body
— Silver plated CuNiZn (German silver) contacts

Max. 50W

mm2 mm2

ø1,8 max 0,75-1 6-7 S-224/...

1225/SF
G4   GY4   GZ4

G5,3  GX5,3  G6,35
GY6,35   GZ6,35

4A-12V
2A-24V

T270

PORTALAMPADE
— Corpo in LCP
— Contatti in CuNiZn (alpacca) argentata

LAMPHOLDER
— LCP body
— Silver plated CuNiZn (German silver) contacts

Max. 50W

mm2 mm2

ø1,8 max 0,75-1 6-7

S-224-C-8/1  S-224-L-8/1
S-224-C-10/1  S-224-L-10/1

DISTANZIATORI FILETTATI
in PPS
...C8/1 ...L8/1= con foro filettato M8x1
...C810/1 ...L10/1= with con foro filettato M10x1
THREADED SPACING COLLARS
in PPS
...C8/1 ...L8/1= with M8x1threaded hole 
...C810/1 ...L10/1= with M10x1 threaded hole

S-224-C.../1 S-224-L.../1

Per/For: 224/... 1224/SF

219/R

G5,3-4,8 10A-24V T250

PORTALAMPADE IP20
— Corpo in steatite
— Contatti in nichel
— Placca in mica
IP20 LAMPHOLDER
— Steatite body
— Nickel contacts
— Mica cover

219/...-UL

219/...-UL (a richiesta/on demand)

mm2

SIL 1 12 cm

223
223/TF

223/TF-FEP
G5,3 10A-24V T350

PORTALAMPADE IP20
— Corpo in steatite
— Doppi contatti in nichel
— Placca in mica
IP20 LAMPHOLDERS
— Steatite body
— Nickel twin contacts
— Mica cover

223/...-UL

223/...-UL (a richiesta/on demand)

mm2 mm2 mm2

SIL 1 TF 1 FEP 1 12 cm

223/L
223/L-TF

223/L-TF-FEP
G5,3 10A-24V T350

PORTALAMPADE IP20
— Corpo in steatite
— Doppi contatti in nichel  
— Placca in mica
IP20 LAMPHOLDERS
— Steatite body
— Nickel twin contacts
— Mica cover

223/...-UL

223/...-UL (a richiesta/on demand)

mm2 mm2 mm2

SIL 1 TF 1 FEP 1 12 cm
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Significato dei simboli sulla copertina!
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